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PRODUCT DESCRIPTION 
 

The TecnoSolda exothermic welding mold is designed to offer high quality and durable connections. Made of resistant graphite, it 
ensures precise melting of the metals, optimizing the electrical and mechanical properties of the joint. 

Outstanding Features: 
 

• Integrated Handle for Safety:  The mold has a built-in ergonomic handle, 
allowing for safe and comfortable handling, especially in high temperature 
environments. 

• Easy handling: Thanks to its practical design, the mold can be positioned and 
adjusted, facilitating the exothermic welding process under various conditions. 

• Durability and Accuracy: Constructed in high-strength materials, the mold 
guarantees multiple uses, maintaining precision in each joint and avoiding 
deformations. 
 

The TecnoSolda exothermic welding mold is the ideal choice for those looking for safe, reliable and efficient equipment in their 
permanent grounding connections and other high demand applications. 

 
SPECIFICATIONS 
 
 

 
 
 

Piece Number YB-SCS8-6 25# 

Connection Cable to Steel 

Cable Diameter AWG #8, 6 sqm. 

Lifespan 50 to 100 uses under normal conditions. 

Material Graphite 

Weight 1 kg. aprox. 

 
When exothermic welding is performed, proper control of the exothermic reaction is achieved through the use of a semi-permanent 
graphite mold. Control is exercised over the direction and rate of flow of the molten weld metal and the final shape. 
 
WARRANTY AND LIMITATION OF LIABILITY. 
 
TECNOLOGÍA TOTAL shall in no event be liable for damages of any nature that may arise from improper use of the product. Before use, the user must determine whether 
or not the product is suitable for its intended use, assuming all risk and liability that may arise from its use.  
 
If it is proven that a product is defective in material or workmanship at the time of sale, or does not meet during the warranty period the properties indicated in this 
datasheet, the sole responsibility of TOTAL TECHNOLOGY will be to replace the buyer the amount of product shown to be defective. TOTAL TECHNOLOGY assumes no 
responsibility for any additional costs such as manufacturing, removal or re-application costs of the products. If TOTAL TECHNOLOGY offers to its customer an express 
or implied warranty, or a compensation that differs from those set forth in this data sheet, such stipulation can only be altered by agreement signed by the parties. 
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